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Technical data 

100 - 277 V~

50/60 Hz

3,000/4,000/ 5,000 K 

≥70

>0.95

120°

Surface mount: bracket (included)

IP66

IK08

10 kV

0.86 *Projected L70(12k) ≥ 72,000 hours 

according to IES TM-21

Alloy die casting aluminium A383

Borosilicate

Black

5 Years/10 Years (Extended)

Model

7K

15K

22K

Power 
output

50 W

100 W

150 W

Luminous 
efficiency

150 lm/W

150 lm/W

150 lm/W

Luminous 
flux

7,500 lm

15,000 lm

22,500 lm

Certifications

Available in three power outputs, this lighting fixture is highly resistant 
against dust and water, lights up to 22,500 lumens, available in three 
different color temperatures, this LED reflector it's designed for facades, 
warehouses, patios, or any outdoor application.

Claud FLC3
Flood Light

Optic material: 
Borosilicate

IP66 Hermetic fixture, resistant 
to pressurized water jets

Dimensions

Model 7K
2 kg (4.4 lb)

23 cm (9.06")
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Model 15K
5 kg (11.0 lb)

Model 22K
7 kg (15.4 lb)

35.9 cm (14.13")
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Ordering guide

FLC3

1 Series 2 Model

7K 50 W

15K 100 W

22K 150 W

30 3,000 K

40 4,000 K

50 5,000 K

3 CCT

Example 
FLC3
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Rotatable bracket included, rotates 
up to ±180° for flexible mounting on 
any application
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Input voltage

Input frequency

Correlated color temperature

Color rendering index

Power factor

Beam angle

Mounting

Ingress protection

Impact protection

Surge protection

Lumen maintenance
@100,000 hours

Housing materials

Optic materials

Product color 

Warranty

In Collaboration with
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